Main characteristics of Boltysh oil shales with the Specific heat cut-off grade of 2000 kcal/kg
	Indicators
	Units
	numerator - extreme values (from - to)
denominator – average within the area of resources estimation

	
	
	IV Horizon
	ІІ Horizon

	
	
	А
	B
	C1
	C2
	D
	

	Ash content (Ad)
	%
	47.4-70.0

66.4
	42.4-70.0

63.8
	49.8-70.0

63.7
	43.9-70.0

63.8
	48.5-70.0

67.1
	46.0-70.0

68.2

	Moisture of fuel as received (Wtr)
	%
	33
	33
	33
	33
	33
	33

	Specific heat (Qsdaf)
	Kcal/kg


	2000-4150

2280
	2000-4762

2560
	2000-4148

2780
	2000-4739

2790
	2000-3079

2100
	2000-4382

2140

	Oil yield (Tsk)
	%
	6,0-27,2

12,2
	6,0-32,0

14,2
	6,0-27,9

15,3
	6,0-26,8

15,7
	6,0-22,1

11,4
	6,0-28,5

11,3

	Sulphur content (Std)
	%
	0,5-3,5

1,5
	0,3-6,8

2,5
	0,9-3,7

2,1
	0,9-4,5

1,8
	0,4-2,9

1,7
	0,4-5,1

1,3


